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Power selection
One of power suorce for adapter(3.3 ~ 5.5v, 700mA) or battery can be selected.
Do not both used same time!
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Limited AP Mode Local DemoLimited AP Mode ─ Local Demo 
(Default)(Default)

 System Architecture
Wi‐Fi Config & Setting
 Android Mobile APP ─ Figaro Sensorg
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Wi‐Fi Config & Setting
Power on, then connect to Figaro device. SSID: Figaro‐xxxxxx

Off
Power
Off

On
Mobile Device

Run mode



Android Mobile APP ─ Figaro Sensorg



Search & Select Figaro Device



Figaro Sensor Data
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Figaro Sensor Range

Figaro Sensor Range: 0~1000Figaro Sensor Range: 0 1000

Good: 800~1000  General: 400~799 Poor: 200~399         Bed: 0~199



Station Mode ─ Cloud Demo

 System Architecture
i i fi & iWi‐Fi Config & Setting

 Android Mobile APP ─ Figaro Sensor
Webpage ─ Exosite Cloud



System Architecture
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Wi‐Fi Config & Setting
Power on, then connect to Figaro device. SSID: Figaro‐xxxxxx

Off
Power
Off
On PC

Run mode



Client to AP Router
Website: 192.168.240.1/gsprov.html



Select an Existing Network



Scanning for networks



Client to your hotspot or AP Router

Select one of 3G or 4G hotspot



Configure Wireless and Network Setting



Wireless Configuration Summary



Wireless Settings



Connect success



Android Mobile APP ─ Figaro Sensorg



Search & Select Figaro Device

Mobile device also link to same hotspot.



Figaro Sensor Data
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Figaro Sensor Range

Figaro Sensor Range: 0~1000Figaro Sensor Range: 0 1000
Good: 800~1000     General: 400~799     Poor: 200~399     Bed: 0~199



Webpage ─ Exosite Cloudp g



GainSpan Demo Webpage
Website:  https://gainspan.exosite.com/login

User name: ray_wang@longtrump.com.tw
Password: Rousseau9468



GainSpan Demo Webpage ─ Dashboards



Search Demo Device

Device 1

Device 2



GainSpan Demo Webpage ─ Dashboards

Data Update Cycle: 10 sec



If have any question ,please tell 
Longtrump FAE Team. Thank you!!


